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External Reader for ACTAtek TA Smartcard registrati on 
The ACTAtek External Reader works with ACTAtek TA or ACTAtek Timesheet.  The main function of this 
reader is to register new smartcard users.  The External Readers can support the following smartcards:  Mifare, 
EM, Legic / HID Proxy, and HID iClass.  The external reader is mounted on an attractive acrylic stand which 
can be ideally placed on tables or desks.  The external reader has RS-232(serial) connection port which is used 
to interface with our ACTAtek software. 
 

External Reader for PC based Time and Attendance software - 
ACTAtek Timesheet 
ACTAtek Timesheet makes sure that the attendance of each employee is registered properly and the working 
hours are accurately calculated.  This solution consists of an external card reader and the Timesheet software.  
ACTAtek Timesheet reports can assist business decision makers to evaluate their overall use of human resource. 
 

External Reader for API - Can integrate with 3rd party software 
The ACTAtek API can control the External Readers.  With this API, you can write your own software to 
register smartcard number and record time attendance.  What's more, you can use the API to write your own 
reports according to the records captured.  It makes everything flexible! 
 
FEATURES & BENEFITS 
�  Highly Economical Time Attendance Solution- 

Both hardware and software included 
�  Simple installation - Plug & Play. Only basic 

computer literacy is required. 
�  Easy to Use ����  Get attendance and wage summary 

of all employees with only one click 
�  Improved Efficiency - save company time when 

calculating employees working hours. 
�  Effective log management - Real time logs are 

generated and stored in database; 
�  Comprehensive Reports ����  helps you to make 

more effective business decisions regarding your 
human resource. 

�  Easy Export / Backup - Reports can be generated 
in RPT, PDF, XLS, DOC and RTF formats 

 

 

Smart Card Technical Specifications 
Features Technical Specification 

Philips Mifare Technology  
Operating Distance: 3-3.5cm 
Card Memory 1 KB / 4 KB 
Standards: ISO14443A/B, ISO15693 
Operating Frequency 13.56 MHz 
EM Technology  
Operating Distance: Up to 8cm 
Standards: EM4001Compatible 
Operating Frequency 125 kHz 
Legic Technology  
Operating Distance: 3-3.5cm 
Standards: 1 KB 
Operating Frequency 13.56 MHz 
HID Proximity Technology  
Operating Distance: Up to 8cm 
Standards: Proximity 
Operating Frequency 125 kHz 
HID iClass Technology  
Operating Distance: 3-3.5 cm 
Card Memory 1 KB 
Standards: iClass 
Operating Frequency 13.56 MHz 

 
External readers Specifications 

Features Technical Specification 
Operating Temperature -20 to +55 Degrees Celsius 
Voltage DC 12V 
Operating Interface RS 232 
Weight 275g 
Dimension 9cm x 7cm x 15cm  


